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FIG. 2 

CALLING PARTY INITIATES A TELEPHONE CALL TO THE DESTINATION ~201 
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THE PORT CIRCUIT THAT SERVES THE ORIGINATING SUBSCRIBER TERMINAL K 9f)9 
DEVICE IS CONNECTED TO AN AVAILABLE TRUNK CIRCUIT 1 

I 

COMMUNICATION CONNECTION IS EXTENDED FROM THE TRUNK CIRCUIT L^on-* 
THROUGH AN IP NETWORK TO THE DESTINATION SYSTEM 
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PORT CIRCUIT THAT SERVES THE ORIGINATING SUBSCRIBER TERMINAL DEVICE ^, n4 
BUFFERS THE DATA IN A TRANSMIT BUFFER 



VoIP QUALITY SPEECH SYSTEM SIGNALS THE INTERNET PROTOCOL 
TRANSMISSION NETWORK TO TRANSMIT THE PACKETS OF ENCODED SPEECH f— 205 
USING A NON-RETRANSMISSION PROTOCOL 



INTERNET PROTOCOL TRANSMISSION NETWORK TRANSMITS PACKETS FROM 
THE PORT CIRCUIT THAT SERVES THE ORIGINATING SUBSCRIBER TERMINAL h~ 206 
DEVICE TO THE DESTINATION SYSTEM 
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THE DESTINATION SYSTEM DETERMINES THAT THE NUMBER AND FREQUENCY _^.o n7 
OF THE TRANSMISSION ERRORS EXCEED PREDETERMINED LIMIT(S) 
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THE DESTINATION SYSTEM REQUESTS PACKET RETRANSMISSION ~208 



VoIP QUALITY SPEECH SYSTEM RETRANSMITS MISSING PACKETS 
INDEPENDENT OF THE NETWORK PROTOCOL USING THE TRANSMIT |— 209 
BUFFER CIRCUIT OF THE PORT CIRCUIT 
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DESTINATION SYSTEM TRANSMITS AN INDICATION TO THE PORT CIRCUIT 
THAT SERVES THE ORIGINATING SUBSCRIBER TERMINAL DEVICE TO h~21 0 
MANAGE THE SIZE OF THE TRANSMIT BUFFER 
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DESTINATION SYSTEM TRANSMITS AN INDICATION TO THE VoIP QUALITY 

SPEECH SYSTEM THAT IT HAS CONCLUDED THE PROCESSING h-21 1 

OF THE SPEECH INPUT 



VoIP QUALITY SPEECH SYSTEM TERMINATES THE PACKET 
RETRANSMISSION PROCESS 
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